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Pinergy linear performance warranty
Standard performance warranty
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Key Features

Certifications

www.pnsolarpv.comHefei Pinergy Solar Technology Co.,Ltd.

Additional value from Pinergy linear warranty

， ，CE， CQC

：2015：Quality management system

：2015：Environmental management system

：2018：Occupational health and safety management system

PID

effectively resist the harsh environment;

Significantly lower the risk of hot spot
Special circuit design with much lower hot spot temperature

PID Resistant

environment;

Lower LCOE

MBB half-cut cell technology
New circuit design, lower internal current, lower Rs loss



Temperature CharacteristicsMechanical Specifications

Maximum Ratings

Curve & Temperature Dependence

Cell Type

No. of Cells

Dimension

Weight

Glass

Frame

Junction Box

Output Cables

Connector type

156 (6×26）

24 x113 x30mm

3 kg

Anodized Aluminium Alloy 

IP68, 3 diodes

4mm², Length 300mm or customized

MC4 compatible

0~+5

Electrical Specifications

NOCT Temperature

Temperature Coefficient (Pmax)

Temperature Coefficient (Voc)

Temperature Coefficient (Isc)

44℃ ±2℃

-0.36%/℃

-0.28%/℃

Maximum system voltage (IEC)

0.05%/℃

Snow / Wind

Operating Temperature

Maximum series fuse rating

1500V DC

5400Pa / 2400Pa

A

-40℃ ~ +85℃

Packaging Configurations

Per Pallet

Per 40' HQ Container

3  pcs

5  pcs

www.pnsolarpv.comHefei Pinergy Solar Technology Co.,Ltd.

Module Type

Testing Condition

Open circuit voltage (Voc/V)

Short circuit current (Isc/A)

Module efficiency (%)

Power Tolerance (W)

Standard Test Condition (STC)：Irradiance 1000W/m², Cell Temperature 25℃, AM1.5

Nominal Module Operating Temperature (NOCT)：Irradiance 800W/m², Ambient Temperature 20℃, AM1.5, Wind Speed 1m/s
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